NPX VHF-FM RADIO FIELD PROGRAMMING CHECKLIST

1. BEFORE YOU START
Select one of these four channels to change: 57 20 18 00
New Channel ID/Name:
Transmit Freq (TX):
Transmit CTCSS Tone:
Receive Freq RX): .
FM Band: Wide or Narrow Scan List: No
2. SELECT CHANNEL TO CHANGE

a. CHAN +/- switch to select channel (Use 57 first)
3. CHANGE TRANSMIT FREQUENCY & CTCSS TONE
EDIT switch to left [CH]
DISP switch to right [TX]
NEXT switch to select digit to edit
SELECT switch to changel/edit ‘blinking’ number
Repeat 3.c to step to the next digit to edit
NEXT switch to move further to the right on display
SELECT switch to change CTCSS digits as required
4. CHANGE RECEIVE FREQUENCY

a. DISP switch to center [RX]

b. Repeat Step 3.c & 3.d procedures for RX Freq

c. Do Not Enter a CTCSS tone for RX Freq
5. CHANGE CHANNEL ID, WIDTH, & SCAN LIST

a. DISP switch to left [ID]

b. NEXT switch to select space to edit

c. SELECT switch to choose letter, number, or symbol
needed

NEXT switch move to W/N

SELECT switch to pick Wor N (Wide or Narrow Band)
NEXT switch to Sc

. SELECT switch to NOT put on Scan List

6. COMPLETE PROGRAMMING
a. EDIT switch to Center Position
b. Programming completed
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